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2-8 Rooms Multi Type Lineup

Indoor unit

Model No. 14 18 24 30 45

Cooling rated capacity(kW) 4 5 5.4 6.8 8 14

2 Rooms Multi
Up to 2 units

Outdoor unit

�
AOYG14LAC2

�
AOYG18LAC2

3 Rooms Multi
Up to 3 units

Outdoor unit

�
AOYG18LAT3

�
AOYG24LAT3

4 Rooms Multi
Up to 4 units

Outdoor unit

�
AOYG30LAT4

8 Rooms Multi
Up to 8 units

Branch box

Separation tube

Outdoor unit

�
AOYG45LBT8

Note : 1. 2 Rooms Multi :  Connectable indoor units are 2 units.
  AOYG14LAC2: Total capacity of indoor units connected must be between 4.0 kW and 6.2 kW.
  AOYG18LAC2: Total capacity of indoor units connected must be between 4.0 kW and 7.0 kW.
 2. 3 Rooms Multi :  Connectable indoor units are 2 to 3 units.
  AOYG18LAT3: Total capacity of indoor units connected must be between 4.0 kW and 8.5 kW.
  AOYG24LAT3: Total capacity of indoor units connected must be between 4.0 kW and 10.5 kW.
 3. 4 Rooms Multi :  Connectable indoor units are 3 to 4 units.
  AOYG30LAT4: Total capacity of indoor units connected must be between 7.9 kW and 14.4 kW.
 4. 8 Rooms Multi :  Connectable indoor units are 2 to 8 units.
  AOYG45LBT8: Total capacity of indoor units connected must be between 11.2 kW and 18.2 kW.

Connectable Indoor unit line-up

Outdoor Unit

Type 2 Rooms 3 Rooms 4 Rooms 8 Rooms

Model name AOYG14LAC2 AOYG18LAC2 AOYG18LAT3 AOYG24LAT3 AOYG30LAT4 AOYG45LBT8

(Branch Box)

Capacity
(kW)

Heating 4.0 5.0 5.4 6.8 8.0 14.0
Cooling 4.4 5.6 6.8 8.0 9.6 16.0

Indoor Unit BTU kW Class

ASYG07/09/12/14LM

ASYG07/09/12/14LU

7000 2.0 � � � � � �

9000 2.5 � � � � � �

12000 3.5 � � � � � �

14000 4.0 — � � � � �

ASYG18/24LF

18000 5.0 — — — � � �

24000 7.0 — — — — � �

AGYG09/12/14LV

9000 2.5 — � � � � �

12000 3.5 — � � � � �

14000 4.0 — — � � � �

AUYG07/09/12/14/18LV

7000 2.0 — � � � � �

9000 2.5 — � � � � �

12000 3.5 — � � � � �

14000 4.0 — — � � � �

18000 5.0 — — — � � �

ABYG14/18LV

14000 4.0 — — � � � �

18000 5.0 — — — � � �

ARYG07/09/12/14/18LL

7000 2.0 — � � � � �

9000 2.5 — � � � � �

12000 3.5 — � � � � �

14000 4.0 — — � � � �

18000 5.0 — — — � � �

Indoor unit features

ASYG07/09/12/14LM � � � � � � � � � � � � � �

ASYG07/09/12/14LU � � � � � � � � � � � � � �

ASYG18/24LF � � � � � � � � � � � �

AGYG09/12/14LV � � � � � � � � � � � � �

AUYG07/09/12/14/18LV � � � � � � � � � � � �

ABYG14/18LV � � � � � � � � � � �

ARYG07/09/12/14/18LL � � � � � � � � � � �

�: Optional function
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2 & 3-4 Rooms Multi

Space-saving installation
Multiple indoor units can be connected to 1 outdoor unit, and long 
piping connection is also possible. Compared with single type, the 
outdoor unit can be installed in various places to realize the space-
saving installation.

Wide range of indoor units with various models
7 types 25 models are lined up in the capacity range from 2 kW to 7 kW 
class. Wide range of needs can be met from rooms of private homes to 
large shops and hotels.

Flexible installation
Up to max. piping length of 70 m (AOYG30LAT4), max. height difference 
of 15 m can be supported. Multi type can be installed at large-size 
residence or buildings with multiple floors.

Max. Piping Length (Each Unit):
20 m (AOYG14LAC2 / 18LAC2), 
25 m (AOYG18LAT3 / 24LAT3 / 30LAT4)

Total Piping Length:
30 m (AOYG14LAC2 / 18LAC2), 
50 m (AOYG18LAT3 / 24LAT3), 
 70 m (AOYG30LAT4)

Max. Height:
15 m (AOYG14LAC2/18LAC2/18LAT3/24L
AT3/30LAT4)

Model No. Outdoor unit AOYG14LAC2 AOYG18LAC2 AOYG18LAT3 AOYG24LAT3 AOYG30LAT4

Power Source Single-phase, ~230V, 50Hz

Rated Capacity
(min-max)

Cooling
kW

4.0 (1.4-4.4) 5.0 (1.7-5.6) 5.4 (1.8-6.8) 6.8 (1.8-8.5) 8.0 (3.5-10.1)
Heating 4.4 (1.1-5.4) 5.6 (1.8-6.1) 6.8 (2.0-8.0) 8.0 (2.0-8.8) 9.6 (3.7-12.0)

EER Cooling
W/W

3.67 3.21 4.00 3.51 3.60
COP Heating 4.27 3.97 4.20 4.00 4.00

Sound Pressure Level
(High)

Cooling

dB(A)

47 50 46 48 50
Heating 49 51 47 49 51

Sound Power Level
(High)

Cooling 61 63 65 68 68
Heating 63 64 67 70 70

Net Dimensions H × W × D
Weight

mm 540×790×290 540×790×290 700×900×330 700×900×330 830×900×330
kg(lbs) 37 (82) 38 (84) 55 (121) 55 (121) 68 (150)

Connection Pipe Diameter

Liquid

mm

Ø6.35×2 Ø6.35×2 Ø6.35×3 Ø6.35×3 Ø6.35×4
(*Ø6.35×3, Ø9.52)

Gas 9.52 × 2 9.52 × 2
*(9.52, 12.7)

9.52 × 2, 12.7
*(9.52 × 3)

9.52 × 2, 12.7
*(9.52 × 3)

9.52 × 2, 12.7 × 2
*(9.52 × 3, 12.7)

*(9.52 × 2, 12.7, 15.88)

Max. Pipe Length Total / Each

m

30 / 20 30 / 20 50 / 25 50 / 25 70 / 25

Max. Height 
Difference

Between Outdoor Unit
and Each Indoor Units. 15 15 15 15 15

Between Indoor Units. 10 10 10 10 10

Operation Range
Cooling

°CDB
10 to 46 10 to 46 -10 to 46 -10 to 46 0 to 46

Heating -15 to 24 -15 to 24 -15 to 24 -15 to 24 -10 to 24

Refrigerant
Type (Global Warming Potential) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088) R410A (2,088)
Charge g 1,250 1,300 2,200 2,200 3,300

2 Rooms: AOYG14LAC2 / AOYG18LAC2
3 Rooms: AOYG18LAT3 / AOYG24LAT3
4 Rooms: AOYG30LAT4

2 Rooms: 
AOYG14LAC2/AOYG18LAC2

2 Rooms 3 Rooms 4 Rooms

Dimensions
(Unit : mm)

Specifications (2 ROOMS, 3 ROOMS, 4 ROOMS)

* Connect to connection valve by the adapter.
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Specifications of All Indoor Units

Compact wall mounted

Model No. Indoor unit ASYG07LUCA ASYG09LUCA ASYG12LUCA ASYG14LUCA

kW Class kW 2.0 2.5 3.5 4.0
Power Source Single-phase, ~230V, 50Hz

Sound Pressure
Level

Cooling
H/M/L/Q dB(A)

35/30/28/21 36/32/28/21 37/34/31/21 41/36/33/25
Heating 35/30/28/21 36/32/28/21 37/34/31/21 41/36/34/27

Sound Power
Level

Cooling
H dB(A)

53 54 55 59
Heating 53 54 55 59

Airfl ow Rate
Cooling

H/M/L/Q m3/h
570/520/470/330 600/550/470/330 660/600/530/330 710/640/570/390

Heating 570/520/470/330 600/550/470/330 660/600/530/330 710/640/590/430
Net Dimensions mm 282×870×185 282×870×185 282×870×185 282×870×185
Weight kg(lbs) 9.5 (21) 9.5 (21) 9.5 (21) 9.5 (21)
Connection Pipe Diameter Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7

Wall mounted

Model No. Indoor unit ASYG07LMCA ASYG09LMCA ASYG12LMCA ASYG14LMCA ASYG18LFCA ASYG24LFCC

kW Class kW 2.0 2.5 3.5 4.0 5.0 7.0
Power Source Single-phase, ~230V, 50Hz

Sound Pressure
Level

Cooling
H/M/L/Q dB(A)

36/32/29/21 37/33/29/21 40/36/30/21 42/38/33/25 43/37/33/26 49/42/37/33
Heating 36/32/29/22 37/33/29/22 40/36/31/22 42/38/35/27 42/37/33/25 48/42/37/33

Sound Power
Level

Cooling
H dB(A)

51 52 54 56 58 64
Heating 51 52 55 57 58 64

Airfl ow Rate
Cooling

H/M/L/Q m3/h
560/500/430/310 600/520/430/310 660/560/450/310 730/600/530/360 900/740/620/550 1120/900/740/620

Heating 560/500/430/330 600/520/430/330 660/560/470/330 730/615/560/375 900/740/620/550 1100/900/740/620
Net Dimensions mm 268×840×203 268×840×203 268×840×203 268×840×203 320×998×238 320×998×238
Weight kg(lbs) 8.5 (19) 8.5 (19) 8.5 (19) 8.5 (19) 14 (30.8) 14 (30.8)
Connection Pipe Diameter Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7 6.35/12.7 Ø6.35/Ø15.88

Floor

Model No. Indoor unit AGYG09LVCA AGYG12LVCA AGYG14LVCA

kW Class kW 2.5 3.5 4.0
Power Source Single-phase, ~230V, 50Hz

Sound Pressure
Level

Cooling
H/M/L/Q dB(A)

39/34/28/22 42/36/30/22 44/38/31/22
Heating 39/35/30/22 42/38/32/22 44/39/33/22

Sound Power
Level

Cooling
H dB(A)

52 55 56
Heating 52 55 56

Airfl ow Rate
Cooling

H/M/L/Q m3/h
530/440/360/270 600/490/380/270 650/520/400/270

Heating 530/460/380/270 600/510/410/270 650/540/430/270
Net Dimensions mm 600×740×200 600×740×200 600×740×200
Weight kg(lbs) 14 (30.7) 14 (30.7) 14 (30.7)
Connection Pipe Diameter Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/12.7

Floor ceiling

Model No. Indoor unit ABYG14LVTA ABYG14LUCA

kW Class kW 4.0 5.0
Power Source Single-phase, ~230V, 50Hz

Sound Pressure
Level

Cooling
H/M/L/Q dB(A)

36/34/33/29 (Under ceiling)
39/37/36/32 (Floor console)

41/38/34/32 (Under ceiling)
44/41/37/35 (Floor console)

Heating 36/34/33/29 (Under ceiling)
39/37/36/32 (Floor console)

41/38/34/32 (Under ceiling)
44/41/37/35 (Floor console)

Sound Power
Level

Cooling
H dB(A)

51 55
Heating 51 55

Airfl ow Rate
Cooling

H/M/L/Q m3/h
640/590/540/480 780/700/560/500

Heating 640/590/540/480 780/700/560/500
Net Dimensions mm 199×990×655 199×990×655
Weight kg(lbs) 27 (60) 27 (60)
Connection Pipe Diameter Liquid/Gas mm 6.35/12.7 6.35/12.7

Compact cassette

Model No. Indoor unit AUYG07LVLA AUYG09LVLA AUYG12LVLB AUYG14LVLB AUYG18LVLB

kW Class kW 2.0 2.5 3.5 4.0 5.0
Power Source Single-phase, ~230V, 50Hz

Sound Pressure
Level

Cooling
H/M/L/Q dB(A)

33/31/29/27 33/31/29/27 37/33/31/28 40/35/32/29 42/37/33/29
Heating 34/32/29/27 34/32/29/27 37/33/31/28 40/37/34/29 44/40/37/30

Sound Power
Level

Cooling
H dB(A)

46 46 49 52 54
Heating 47 47 49 52 56

Airfl ow Rate
Cooling

H/M/L/Q m3/h
540/490/440/390 540/490/440/390 610/530/470/410 680/580/490/410 750/610/520/410

Heating 540/490/440/390 540/490/440/390 610/530/470/410 700/620/550/430 800/710/600/450
Net Dimensions mm 245×570×570 245×570×570 245×570×570 245×570×570 245×570×570
Weight kg(lbs) 15(33.1) 15 (33.1) 15 (33.1) 15 (33.1) 15 (33.1)
Panel UTG-UFYD-W
Connection Pipe Diameter Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7 6.35/12.7

Slim duct

Model No. Indoor unit ARYG07LLTA ARYG09LLTA ARYG12LLTB ARYG14LLTB ARYG18LLTB

kW Class kW 2.0 2.5 3.5 4.0 5.0
Power Source Single-phase, ~230V, 50Hz

Sound Pressure
Level

Cooling
H/M/L/Q dB(A)

28/26/25/24 28/27/26/25 29/28/27/26 32/30/28/26 32/31/30/29
Heating 28/26/25/24 28/26/25/24 29/28/27/24 33/30/28/25 33/32/31/29

Sound Power
Level

Cooling
H dB(A)

57 57 58 60 58
Heating 57 57 58 61 59

Airfl ow Rate
Cooling

H/M/L/Q m3/h
550/490/470/440 600/550/500/450 650/600/550/480 800/700/600/480 940/880/820/750

Heating 550/490/470/440 600/550/500/450 650/600/550/480 800/700/600/480 940/880/820/750
Net Dimensions mm 198×700×620 198×700×620 198×700×620 198×700×620 198×900×620
Weight kg(lbs) 17 (37.5) 19 (41.8) 19 (41.8) 19 (41.8) 23 (50.6)
Connection Pipe Diameter Liquid/Gas mm 6.35/9.52 6.35/9.52 6.35/9.52 6.35/12.7 6.35/12.7
External static pressure 0 to 90
Drain pump Standard
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Multi Combination Table

2 Rooms Multi cooling

AOYG14LAC2 Combination
of Indoor Unit

COOLING OPERATION
Cooling Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW

2
Room

7 7 2.00 2.00 4.00 ( 1.4 - 4.4 ) 1.09 ( 0.35 - 1.40 ) 3.67 4.0 6.7 A++
7 9 1.95 2.05 4.00 ( 1.4 - 4.4 ) 1.09 ( 0.35 - 1.40 ) 3.67 4.0 6.6 A++
7 12 1.65 2.35 4.00 ( 1.4 - 4.6 ) 1.05 ( 0.35 - 1.47 ) 3.81 4.0 6.5 A++
9 9 2.00 2.00 4.00 ( 1.4 - 4.5 ) 1.09 ( 0.35 - 1.43 ) 3.67 4.0 6.6 A++
9 12 1.70 2.30 4.00 ( 1.4 - 4.7 ) 1.05 ( 0.35 - 1.47 ) 3.81 4.0 6.5 A++

Note: •7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h models
 •The above is the value for connecting with Wall Mounted type.
 •2 or more indoor units should be connected.
 •Cooling capacity is based on 27ºCDB/19ºCWB (indoor temperature), 35ºCDB (outdoor temperature).
 •Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
 •The Total ability of connected a indoor unit is up to 21000Btu from 14000Btu.

AOYG18LAC2 Combination
of Indoor Unit

COOLING OPERATION
Cooling Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW

2
Room

7 7 2.10 2.10 4.20 ( 1.7 - 5.2 ) 1.24 ( 0.35 - 1.68 ) 3.39 4.2 7.0 A++
7 9 2.10 2.50 4.60 ( 1.7 - 5.3 ) 1.26 ( 0.35 - 1.79 ) 3.65 4.6 6.8 A++
7 12 1.90 3.10 5.00 ( 1.7 - 5.6 ) 1.55 ( 0.35 - 1.95 ) 3.23 5.0 6.5 A++
7 14 1.80 3.20 5.00 ( 1.8 - 5.7 ) 1.55 ( 0.40 - 1.99 ) 3.23 5.0 6.5 A++
9 9 2.50 2.50 5.00 ( 1.7 - 5.6 ) 1.56 ( 0.35 - 1.95 ) 3.21 5.0 6.6 A++
9 12 2.10 2.90 5.00 ( 1.7 - 5.7 ) 1.55 ( 0.35 - 1.95 ) 3.23 5.0 6.5 A++
9 14 2.00 3.00 5.00 ( 1.8 - 5.8 ) 1.55 ( 0.40 - 1.99 ) 3.23 5.0 6.4 A++

12 12 2.50 2.50 5.00 ( 1.7 - 5.8 ) 1.56 ( 0.35 - 1.99 ) 3.21 5.0 6.4 A++

Note: •7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h models
 •The above is the value for connecting with Wall Mounted type.
 •2 or more indoor units should be connected.
 •Cooling capacity is based on 27ºCDB/19ºCWB (indoor temperature), 35ºCDB (outdoor temperature).
 •Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
 •The Total ability of connected a indoor unit is up to 24000Btu from 14000Btu.
 •Where “14” means “wall mounted type” only models. Other types of indoor units can not be connected.

3 Rooms Multi cooling

AOYG18LAT3 Combination
of Indoor Unit

COOLING OPERATION
Cooling Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Room 3 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW kW

2
Room

7 7 - 2.30 2.30 - 4.60 ( 1.8 - 5.0 ) 1.22 ( 0.50 - 1.43 ) 3.77 4.6 6.3 A++
7 9 - 2.30 2.70 - 5.00 ( 1.8 - 5.7 ) 1.35 ( 0.50 - 1.81 ) 3.70 5.0 6.2 A++
7 12 - 1.98 3.02 - 5.00 ( 1.8 - 6.1 ) 1.34 ( 0.50 - 2.06 ) 3.73 5.0 6.2 A++
7 14 - 1.88 3.42 - 5.30 ( 1.8 - 6.6 ) 1.34 ( 0.50 - 2.06 ) 3.96 5.3 6.1 A++
9 9 - 2.50 2.50 - 5.00 ( 1.8 - 6.2 ) 1.35 ( 0.50 - 2.06 ) 3.70 5.0 6.2 A++
9 12 - 2.18 2.82 - 5.00 ( 1.8 - 6.3 ) 1.35 ( 0.50 - 2.06 ) 3.70 5.0 6.2 A++
9 14 - 2.07 3.23 - 5.30 ( 1.8 - 6.7 ) 1.35 ( 0.50 - 2.06 ) 3.93 5.3 6.1 A++

12 12 - 2.55 2.55 - 5.10 ( 1.8 - 6.3 ) 1.35 ( 0.50 - 2.06 ) 3.78 5.1 6.1 A++
12 14 - 2.41 2.89 - 5.30 ( 1.8 - 6.7 ) 1.35 ( 0.50 - 2.06 ) 3.93 5.3 6.1 A++

3
Room

7 7 7 1.80 1.80 1.80 5.40 ( 1.8 - 6.8 ) 1.35 ( 0.50 - 2.06 ) 4.00 5.4 6.9 A++
7 7 9 1.70 1.70 2.00 5.40 ( 1.8 - 6.8 ) 1.35 ( 0.50 - 2.06 ) 4.00 5.4 6.9 A++
7 7 12 1.53 1.53 2.33 5.40 ( 1.8 - 6.8 ) 1.35 ( 0.50 - 2.06 ) 4.00 5.4 6.7 A++
7 7 14 1.41 1.41 2.58 5.40 ( 2.0 - 6.8 ) 1.35 ( 0.60 - 2.06 ) 4.00 5.4 6.7 A++
7 9 9 1.61 1.89 1.89 5.40 ( 1.8 - 6.8 ) 1.35 ( 0.50 - 2.06 ) 4.00 5.4 6.8 A++
7 9 12 1.46 1.72 2.22 5.40 ( 1.8 - 6.8 ) 1.35 ( 0.50 - 2.06 ) 4.00 5.4 6.7 A++
7 9 14 1.35 1.58 2.47 5.40 ( 2.0 - 6.8 ) 1.35 ( 0.60 - 2.06 ) 4.00 5.4 6.7 A++
9 9 9 1.80 1.80 1.80 5.40 ( 1.8 - 6.8 ) 1.35 ( 0.50 - 2.06 ) 4.00 5.4 6.8 A++
9 9 12 1.64 1.64 2.12 5.40 ( 1.8 - 6.8 ) 1.35 ( 0.50 - 2.06 ) 4.00 5.4 6.7 A++

AOYG24LAT3 Combination
of Indoor Unit

COOLING OPERATION
Cooling Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Room 3 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW kW

2
Room

7 7 - 2.30 2.30 - 4.60 ( 1.8 - 5.0 ) 1.20 ( 0.50 - 1.40 ) 3.83 4.6 6.3 A++
7 9 - 2.30 2.70 - 5.00 ( 1.8 - 5.7 ) 1.36 ( 0.50 - 1.78 ) 3.68 5.0 6.2 A++
7 12 - 2.38 3.42 - 5.80 ( 1.8 - 6.1 ) 1.70 ( 0.50 - 1.97 ) 3.41 5.8 6.1 A++
7 14 - 2.37 4.13 - 6.50 ( 1.8 - 7.2 ) 1.91 ( 0.50 - 2.46 ) 3.40 6.5 6.0 A+
7 18 - 2.08 4.52 - 6.60 ( 1.8 - 7.8 ) 1.91 ( 0.50 - 2.87 ) 3.46 6.6 5.9 A+
9 9 - 2.75 2.75 - 5.50 ( 1.8 - 6.2 ) 1.55 ( 0.50 - 2.02 ) 3.55 5.5 6.1 A++
9 12 - 2.79 3.41 - 6.20 ( 1.8 - 6.8 ) 1.90 ( 0.50 - 2.45 ) 3.26 6.2 5.9 A+
9 14 - 2.66 3.94 - 6.60 ( 1.8 - 7.7 ) 1.91 ( 0.50 - 2.77 ) 3.46 6.6 6.0 A+
9 18 - 2.35 4.35 - 6.70 ( 1.8 - 7.9 ) 1.91 ( 0.50 - 2.87 ) 3.51 6.7 5.9 A+

12 12 - 3.15 3.15 - 6.30 ( 1.8 - 7.2 ) 1.90 ( 0.50 - 2.74 ) 3.32 6.3 5.9 A+
12 14 - 3.03 3.67 - 6.70 ( 1.8 - 7.8 ) 1.91 ( 0.50 - 2.87 ) 3.51 6.7 5.9 A+
12 18 - 2.66 4.04 - 6.70 ( 1.8 - 7.9 ) 1.92 ( 0.50 - 2.87 ) 3.49 6.7 5.8 A+

3
Room

7 7 7 2.23 2.23 2.23 6.70 ( 1.8 - 7.4 ) 1.89 ( 0.50 - 2.37 ) 3.54 6.7 6.4 A++
7 7 9 2.14 2.14 2.52 6.80 ( 1.8 - 7.8 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.4 A++
7 7 12 1.98 1.98 2.84 6.80 ( 1.8 - 8.1 ) 1.93 ( 0.50 - 2.87 ) 3.52 6.8 6.3 A++
7 7 14 1.82 1.82 3.16 6.80 ( 2.0 - 8.4 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.2 A++
7 7 18 1.63 1.63 3.54 6.80 ( 2.0 - 8.5 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.1 A++
7 9 9 2.03 2.38 2.38 6.80 ( 1.8 - 8.2 ) 1.93 ( 0.50 - 2.87 ) 3.52 6.8 6.4 A++
7 9 12 1.88 2.21 2.70 6.80 ( 1.8 - 8.2 ) 1.93 ( 0.50 - 2.87 ) 3.52 6.8 6.2 A++
7 9 14 1.74 2.04 3.02 6.80 ( 2.0 - 8.4 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.2 A++
7 9 18 1.56 1.84 3.40 6.80 ( 2.0 - 8.5 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.1 A++
7 12 12 1.76 2.52 2.52 6.80 ( 1.8 - 8.2 ) 1.94 ( 0.50 - 2.87 ) 3.51 6.8 6.2 A++
7 12 14 1.63 2.34 2.83 6.80 ( 2.0 - 8.5 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.2 A++
9 9 9 2.27 2.27 2.27 6.80 ( 1.8 - 8.2 ) 1.94 ( 0.50 - 2.87 ) 3.51 6.8 6.4 A++
9 9 12 2.11 2.11 2.58 6.80 ( 1.8 - 8.3 ) 1.94 ( 0.50 - 2.87 ) 3.51 6.8 6.2 A++
9 9 14 1.95 1.95 2.89 6.80 ( 2.0 - 8.5 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.2 A++
9 9 18*1 1.77 1.77 3.27 6.80 ( 2.0 - 8.5 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.1 A++
9 12 12 1.97 2.41 2.41 6.80 ( 1.8 - 8.3 ) 1.94 ( 0.50 - 2.87 ) 3.51 6.8 6.2 A++
9 12 14 1.84 2.24 2.72 6.80 ( 2.0 - 8.5 ) 1.94 ( 0.60 - 2.87 ) 3.51 6.8 6.2 A++

12 12 12 2.27 2.27 2.27 6.80 ( 1.8 - 8.3 ) 1.94 ( 0.50 - 2.87 ) 3.51 6.8 6.1 A++

Note: •7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h models
 •The above is the value for connecting with Wall Mounted type.
 •2 or more indoor units should be connected.
 •Cooling capacity is based on 27ºCDB/19ºCWB (indoor temperature), 35ºCDB (outdoor temperature).
 •Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)
 •The total ability of connectable indoor units is up to 36000Btu from 14000Btu.
 *1: When ASYG18L is connected, connect at least 1 wall mounted type of 9000Btu.

2 Rooms Multi heating

AOYG14LAC2 Combination
of Indoor Unit

HEATING OPERATION
Heating Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW

2
Room

7 7 2.20 2.20 4.40 ( 1.1 - 5.4 ) 1.03 ( 0.25 - 1.78 ) 4.27 3.8 4.1 A+
7 9 2.15 2.25 4.40 ( 1.1 - 5.4 ) 1.03 ( 0.25 - 1.78 ) 4.27 3.8 4.1 A+
7 12 1.95 2.45 4.40 ( 1.1 - 5.5 ) 1.02 ( 0.25 - 1.76 ) 4.31 3.8 4.0 A+
9 9 2.20 2.20 4.40 ( 1.1 - 5.4 ) 1.03 ( 0.25 - 1.78 ) 4.27 3.8 4.0 A+
9 12 2.00 2.40 4.40 ( 1.1 - 5.5 ) 1.02 ( 0.25 - 1.76 ) 4.31 3.8 4.0 A+

Note: •7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h models  
 •The above is the value for connecting with Wall Mounted type. 
 •2 or more indoor units should be connected.   
 •Heating capacity is based on 20ºCDB (indoor temperature), 7ºCDB/6ºCWB (outdoor temperature).
 •Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit) 
 •The Total ability of connected a indoor unit is up to 21000Btu from 14000Btu.

AOYG18LAC2 Combination
of Indoor Unit

HEATING OPERATION
Heating Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW

2
Room

7 7 2.70 2.70 5.40 ( 1.8 - 6.0 ) 1.24 ( 0.50 - 1.61 ) 4.37 3.8 4.1 A+
7 9 2.50 3.00 5.50 ( 1.8 - 6.0 ) 1.36 ( 0.50 - 1.87 ) 4.04 4.0 4.1 A+
7 12 2.30 3.30 5.60 ( 1.8 - 6.1 ) 1.38 ( 0.50 - 1.88 ) 4.06 4.2 4.0 A+
7 14 2.25 3.35 5.60 ( 1.9 - 6.2 ) 1.35 ( 0.55 - 1.86 ) 4.15 4.2 4.0 A+
9 9 2.80 2.80 5.60 ( 1.8 - 6.1 ) 1.41 ( 0.50 - 1.90 ) 3.97 4.2 4.1 A+
9 12 2.45 3.15 5.60 ( 1.8 - 6.2 ) 1.38 ( 0.50 - 1.88 ) 4.07 4.2 4.0 A+
9 14 2.35 3.25 5.60 ( 1.9 - 6.3 ) 1.35 ( 0.55 - 1.86 ) 4.15 4.2 4.0 A+

12 12 2.80 2.80 5.60 ( 1.8 - 6.3 ) 1.34 ( 0.50 - 1.84 ) 4.18 4.2 4.0 A+

Note: •7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h models  
 •The above is the value for connecting with Wall Mounted type.  
 •2 or more indoor units should be connected.    
 •Heating capacity is based on 20ºCDB (indoor temperature), 7ºCDB/6ºCWB (outdoor temperature). 
 •Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)  
 •The Total ability of connected a indoor unit is up to 24000Btu from 14000Btu.  
 •Where “14” means “wall mounted type” only models. Other types of indoor units can not be connected.

3 Rooms Multi heating

AOYG18LAT3 Combination
of Indoor Unit

HEATING OPERATION
Heating Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Room 3 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW kW

2
Room

7 7 - 2.70 2.70 - 5.40 ( 2.0 - 6.1 ) 1.59 ( 0.52 - 1.93 ) 3.40 4.0 4.1 A+
7 9 - 2.75 3.25 - 6.00 ( 2.0 - 6.4 ) 1.87 ( 0.52 - 2.06 ) 3.21 4.0 4.1 A+
7 12 - 2.59 3.71 - 6.30 ( 2.0 - 6.5 ) 1.98 ( 0.52 - 2.06 ) 3.18 4.0 4.1 A+
7 14 - 2.51 4.29 - 6.80 ( 2.0 - 7.1 ) 1.92 ( 0.50 - 2.06 ) 3.54 4.0 4.1 A+
9 9 - 3.15 3.15 - 6.30 ( 2.0 - 6.5 ) 1.98 ( 0.52 - 2.06 ) 3.18 4.0 4.1 A+
9 12 - 2.89 3.51 - 6.40 ( 2.0 - 6.6 ) 1.99 ( 0.52 - 2.06 ) 3.22 4.0 4.1 A+
9 14 - 2.77 4.03 - 6.80 ( 2.0 - 7.2 ) 1.91 ( 0.50 - 2.06 ) 3.56 4.0 4.1 A+

12 12 - 3.20 3.20 - 6.40 ( 2.0 - 6.6 ) 1.98 ( 0.52 - 2.06 ) 3.23 4.0 4.1 A+
12 14 - 3.09 3.71 - 6.80 ( 2.0 - 7.3 ) 1.90 ( 0.50 - 2.06 ) 3.58 4.0 4.1 A+

3
Room

7 7 7 2.27 2.27 2.27 6.80 ( 2.0 - 7.7 ) 1.62 ( 0.50 - 2.06 ) 4.20 5.0 4.3 A+
7 7 9 2.14 2.14 2.52 6.80 ( 2.0 - 7.8 ) 1.62 ( 0.50 - 2.06 ) 4.20 5.0 4.3 A+
7 7 12 1.98 1.98 2.83 6.80 ( 2.0 - 7.8 ) 1.59 ( 0.50 - 2.06 ) 4.28 5.0 4.3 A+
7 7 14 1.83 1.83 3.14 6.80 ( 2.0 - 8.0 ) 1.61 ( 0.50 - 2.06 ) 4.22 5.0 4.3 A+
7 9 9 2.03 2.39 2.39 6.80 ( 2.0 - 7.8 ) 1.60 ( 0.50 - 2.06 ) 4.25 5.0 4.3 A+
7 9 12 1.89 2.22 2.69 6.80 ( 2.0 - 7.9 ) 1.59 ( 0.50 - 2.06 ) 4.28 5.0 4.3 A+
7 9 14 1.75 2.06 2.99 6.80 ( 2.0 - 8.0 ) 1.60 ( 0.50 - 2.06 ) 4.25 5.0 4.3 A+
9 9 9 2.27 2.27 2.27 6.80 ( 2.0 - 7.9 ) 1.59 ( 0.50 - 2.06 ) 4.28 5.0 4.3 A+
9 9 12 2.12 2.12 2.57 6.80 ( 2.0 - 7.9 ) 1.59 ( 0.50 - 2.06 ) 4.28 5.0 4.3 A+

AOYG24LAT3 Combination
of Indoor Unit

HEATING OPERATION
Heating Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Room 3 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW kW

2
Room

7 7 - 2.75 2.75 - 5.50 ( 2.0 - 6.1 ) 1.55 ( 0.52 - 1.93 ) 3.55 4.0 4.1 A+
7 9 - 2.80 3.30 - 6.10 ( 2.0 - 7.0 ) 1.82 ( 0.52 - 2.52 ) 3.35 4.0 4.1 A+
7 12 - 2.88 4.12 - 7.00 ( 2.0 - 7.3 ) 2.31 ( 0.52 - 2.66 ) 3.03 4.0 4.1 A+
7 14 - 2.80 4.80 - 7.60 ( 2.0 - 8.3 ) 2.28 ( 0.50 - 2.87 ) 3.33 4.0 4.1 A+
7 18 - 2.51 5.39 - 7.90 ( 2.0 - 8.3 ) 2.34 ( 0.50 - 2.87 ) 3.38 4.0 4.1 A+
9 9 - 3.30 3.30 - 6.60 ( 2.0 - 7.4 ) 2.04 ( 0.52 - 2.68 ) 3.24 4.0 4.1 A+
9 12 - 3.30 4.00 - 7.30 ( 2.0 - 7.7 ) 2.43 ( 0.52 - 2.87 ) 3.00 4.0 4.1 A+
9 14 - 3.22 4.68 - 7.90 ( 2.0 - 8.3 ) 2.38 ( 0.50 - 2.87 ) 3.32 4.0 4.1 A+
9 18 - 2.84 5.16 - 8.00 ( 2.0 - 8.5 ) 2.32 ( 0.50 - 2.87 ) 3.45 4.0 4.1 A+

12 12 - 3.80 3.80 - 7.60 ( 2.0 - 7.8 ) 2.54 ( 0.52 - 2.87 ) 2.99 4.0 4.1 A+
12 14 - 3.59 4.31 - 7.90 ( 2.0 - 8.4 ) 2.37 ( 0.50 - 2.87 ) 3.33 4.0 4.1 A+
12 18 - 3.20 4.80 - 8.00 ( 2.0 - 8.6 ) 2.31 ( 0.50 - 2.87 ) 3.46 4.0 4.1 A+

3
Room

7 7 7 2.60 2.60 2.60 7.80 ( 2.0 - 8.6 ) 1.94 ( 0.50 - 2.68 ) 4.02 5.0 4.3 A+
7 7 9 2.52 2.52 2.96 8.00 ( 2.0 - 8.8 ) 2.00( 0.50 - 2.87 ) 4.00 5.2 4.2 A+
7 7 12 2.34 2.34 3.32 8.00 ( 2.0 - 8.9 ) 1.99 ( 0.50 - 2.80 ) 4.02 5.2 4.2 A+
7 7 14 2.16 2.16 3.68 8.00 ( 2.0 - 9.2 ) 1.91 ( 0.50 - 2.72 ) 4.19 5.2 4.2 A+
7 7 18 1.94 1.94 4.12 8.00 ( 2.0 - 9.2 ) 1.89 ( 0.50 - 2.70 ) 4.23 5.2 4.2 A+
7 9 9 2.38 2.81 2.81 8.00( 2.0 - 9.0 ) 1.99 ( 0.50 - 2.87 ) 4.02 5.2 4.2 A+
7 9 12 2.23 2.62 3.15 8.00 ( 2.0 - 9.1 ) 1.98 ( 0.50 - 2.87 ) 4.04 5.2 4.2 A+
7 9 14 2.06 2.42 3.52 8.00 ( 2.0 - 9.2 ) 1.91 ( 0.50 - 2.72 ) 4.19 5.2 4.2 A+
7 9 18 1.85 2.18 3.97 8.00 ( 2.0 - 9.2 ) 1.89 ( 0.50 - 2.69 ) 4.23 5.2 4.2 A+
7 12 12 2.08 2.96 2.96 8.00 ( 2.0 - 9.1 ) 1.97 ( 0.50 - 2.87 ) 4.06 5.2 4.2 A+
7 12 14 1.93 2.76 3.31 8.00 ( 2.0 - 9.2 ) 1.90 ( 0.50 - 2.70 ) 4.21 5.2 4.2 A+
9 9 9 2.67 2.67 2.67 8.00 ( 2.0 - 9.1 ) 1.98 ( 0.50 - 2.87 ) 4.04 5.2 4.2 A+
9 9 12 2.49 2.49 3.02 8.00 ( 2.0 - 9.2 ) 1.97 ( 0.50 - 2.87 ) 4.06 5.2 4.2 A+
9 9 14 2.32 2.32 3.37 8.00 ( 2.0 - 9.2 ) 1.89 ( 0.50 - 2.70 ) 4.23 5.2 4.2 A+
9 9 18*1 2.10 2.10 3.81 8.00 ( 2.0 - 9.2 ) 1.87 ( 0.50 - 2.68 ) 4.28 5.2 4.2 A+
9 12 12 2.34 2.83 2.83 8.00 ( 2.0 - 9.2 ) 1.96 ( 0.50 - 2.80 ) 4.08 5.2 4.2 A+
9 12 14 2.18 2.64 3.17 8.00 ( 2.0 - 9.2 ) 1.89 ( 0.50 - 2.69 ) 4.23 5.2 4.2 A+

12 12 12 2.67 2.67 2.67 8.00 ( 2.0 - 9.2 ) 1.95 ( 0.50 - 2.78 ) 4.10 5.2 4.2 A+

Note: •7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h models 
 •The above is the value for connecting with Wall Mounted type.  
 •2 or more indoor units should be connected.   
 •Heating capacity is based on 20ºCDB (indoor temperature), 7ºCDB/6ºCWB (outdoor temperature).
 •Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)  
 •The Total ability of connected a indoor unit is up to 36000Btu from 14000Btu. 
 *1: When ASYG18L is connected, connect at least 1 wall mounted type for 9000Btu.
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4 Rooms Multi cooling

AOYG30LAT4 Combination
of Indoor Unit

COOLING OPERATION
Cooling Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Room 3 Room 4 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW kW kW

3
Room

7 7 14 - 1.96 1.96 3.27 - 7.20 ( 1.6 - 8.9 ) 2.22 ( 0.68 - 3.43 ) 3.24 7.2 5.9 A+
7 7 18 - 1.81 1.81 4.08 - 7.70 ( 2.8 - 10.0 ) 2.22 ( 0.98 - 3.55 ) 3.47 7.7 5.8 A+
7 7 24 - 1.61 1.61 4.57 - 7.80 ( 2.8 - 10.1 ) 2.19 ( 0.98 - 3.53 ) 3.56 7.8 5.8 A+
7 9 12 - 2.08 2.34 2.78 - 7.20 ( 1.6 - 8.9 ) 2.22 ( 0.68 - 3.41 ) 3.24 7.2 5.9 A+
7 9 14 - 1.90 2.14 3.16 - 7.20 ( 2.8 - 9.1 ) 2.22 ( 0.98 - 3.56 ) 3.24 7.2 5.9 A+
7 9 18 - 1.76 1.98 3.96 - 7.70 ( 2.8 - 9.9 ) 2.22 ( 0.98 - 3.56 ) 3.47 7.7 5.8 A+
7 9 24 - 1.57 1.77 4.46 - 7.80 ( 2.8 - 10.1 ) 2.19 ( 0.98 - 3.53 ) 3.56 7.8 5.8 A+
7 12 12 - 1.96 2.62 2.62 - 7.20 ( 1.6 - 9.1 ) 2.22 ( 0.68 - 3.54 ) 3.24 7.2 5.9 A+
7 12 14 - 1.83 2.43 3.04 - 7.30 ( 2.8 - 9.2 ) 2.22 ( 0.98 - 3.56 ) 3.29 7.3 5.9 A+
7 12 18 - 1.68 2.24 3.78 - 7.70 ( 2.8 - 9.9 ) 2.22 ( 0.98 - 3.56 ) 3.47 7.7 5.8 A+
7 12 24 - 1.51 2.01 4.28 - 7.80 ( 2.8 - 10.1 ) 2.19 ( 0.98 - 3.56 ) 3.56 7.8 5.8 A+
7 14 14 - 1.68 2.81 2.81 - 7.30 ( 2.8 - 9.3 ) 2.22 ( 0.98 - 3.58 ) 3.29 7.3 5.9 A+
7 14 18 - 1.57 2.61 3.52 - 7.70 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.58 ) 3.47 7.7 5.8 A+
7 14 24 - 1.44 2.39 4.07 - 7.90 ( 3.5 - 10.1 ) 2.20 ( 1.17 - 3.58 ) 3.59 7.9 5.8 A+
7 18 18 - 1.42 3.19 3.19 - 7.80 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.51 7.8 5.7 A+
7 18 24 - 1.30 2.92 3.68 - 7.90 ( 4.7 - 10.1 ) 2.22 ( 1.27 - 3.58 ) 3.56 7.9 5.7 A+
9 9 9 - 2.40 2.40 2.40 - 7.20 ( 2.8 - 8.9 ) 2.22 ( 0.98 - 3.42 ) 3.24 7.2 5.9 A+
9 9 12 - 2.26 2.26 2.68 - 7.20 ( 2.8 - 9.1 ) 2.22 ( 0.98 - 3.54 ) 3.24 7.2 5.9 A+
9 9 14 - 2.10 2.10 3.11 - 7.30 ( 2.8 - 9.2 ) 2.22 ( 0.98 - 3.57 ) 3.29 7.3 5.9 A+
9 9 18 - 1.93 1.93 3.85 - 7.70 ( 2.8 - 9.9 ) 2.22 ( 0.98 - 3.56 ) 3.47 7.7 5.8 A+
9 9 24 - 1.73 1.73 4.35 - 7.80 ( 2.8 - 10.1 ) 2.20 ( 1.17 - 3.54 ) 3.55 7.8 5.8 A+
9 12 12 - 2.14 2.53 2.53 - 7.20 ( 2.8 - 9.1 ) 2.22 ( 0.98 - 3.54 ) 3.24 7.2 5.9 A+
9 12 14 - 1.99 2.36 2.95 - 7.30 ( 2.8 - 9.2 ) 2.22 ( 0.98 - 3.57 ) 3.29 7.3 5.9 A+
9 12 18 - 1.84 2.18 3.68 - 7.70 ( 2.8 - 9.9 ) 2.22 ( 0.98 - 3.56 ) 3.47 7.7 5.8 A+
9 12 24 - 1.66 1.97 4.18 - 7.80 ( 2.8 - 10.1 ) 2.19 ( 0.98 - 3.56 ) 3.56 7.8 5.8 A+
9 14 14 - 1.84 2.73 2.73 - 7.30 ( 3.5 - 9.3 ) 2.22 ( 1.17 - 3.58 ) 3.29 7.3 5.9 A+
9 14 18 - 1.74 2.58 3.48 - 7.80 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.58 ) 3.51 7.8 5.8 A+
9 14 24 - 1.58 2.34 3.98 - 7.90 ( 3.5 - 10.1 ) 2.22 ( 1.27 - 3.56 ) 3.56 7.9 5.8 A+
9 18 18 - 1.56 3.12 3.12 - 7.80 ( 4.7 - 10.1 ) 2.22 ( 1.27 - 3.58 ) 3.51 7.8 5.7 A+

12 12 12 - 2.43 2.43 2.43 - 7.30 ( 2.8 - 9.2 ) 2.22 ( 0.98 - 3.55 ) 3.29 7.3 5.9 A+
12 12 14 - 2.28 2.28 2.85 - 7.40 ( 2.8 - 9.3 ) 2.22 ( 0.98 - 3.58 ) 3.33 7.4 5.9 A+
12 12 18 - 2.12 2.12 3.57 - 7.80 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.57 ) 3.51 7.8 5.8 A+
12 12 24 - 1.92 1.92 4.07 - 7.90 ( 3.5 - 10.1 ) 2.20 ( 1.17 - 3.54 ) 3.59 7.9 5.8 A+
12 14 14 - 2.11 2.64 2.64 - 7.40 ( 3.5 - 9.4 ) 2.22 ( 1.17 - 3.58 ) 3.33 7.4 5.9 A+
12 14 18 - 1.98 2.48 3.34 - 7.80 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.51 7.8 5.8 A+
12 18 18 - 1.81 3.05 3.05 - 7.90 ( 4.7 - 10.1 ) 2.22 ( 1.27 - 3.58 ) 3.56 7.9 5.7 A+

4
Room

7 7 7 7 1.93 1.93 1.93 1.93 7.70 ( 1.6 - 9.6 ) 2.20 ( 0.68 - 3.41 ) 3.50 7.7 6.2 A++
7 7 7 9 1.89 1.89 1.89 2.13 7.80 ( 1.6 - 9.8 ) 2.22 ( 0.68 - 3.54 ) 3.51 7.8 6.2 A++
7 7 7 12 1.83 1.83 1.83 2.41 7.90 ( 1.6 - 9.9 ) 2.22 ( 0.68 - 3.54 ) 3.56 7.9 6.1 A++
7 7 7 14 1.70 1.70 1.70 2.80 7.90 ( 2.8 - 9.9 ) 2.22 ( 0.98 - 3.56 ) 3.56 7.9 6.1 A++
7 7 7 18 1.52 1.52 1.52 3.43 8.00 ( 2.8 - 10.1 ) 2.20 ( 0.98 - 3.55 ) 3.64 8.0 6.0 A+
7 7 9 9 1.86 1.86 2.09 2.09 7.90 ( 2.8 - 9.7 ) 2.22 ( 0.98 - 3.42 ) 3.56 7.9 6.2 A++
7 7 9 12 1.78 1.78 1.99 2.35 7.90 ( 2.8 - 9.9 ) 2.22 ( 0.98 - 3.55 ) 3.56 7.9 6.1 A++
7 7 9 14 1.68 1.68 1.88 2.76 8.00 ( 2.8 - 10.0 ) 2.22 ( 0.98 - 3.57 ) 3.60 8.0 6.1 A++
7 7 9 18 1.49 1.49 1.67 3.35 8.00 ( 3.5 - 10.1 ) 2.20 ( 1.17 - 3.55 ) 3.64 8.0 6.0 A+
7 7 12 12 1.72 1.72 2.28 2.28 8.00 ( 2.8 - 10.0 ) 2.22 ( 0.98 - 3.55 ) 3.60 8.0 6.1 A++
7 7 12 14 1.61 1.61 2.13 2.65 8.00 ( 2.8 - 10.0 ) 2.22 ( 0.98 - 3.57 ) 3.60 8.0 6.1 A++
7 7 12 18 1.43 1.43 1.91 3.22 8.00 ( 3.5 - 10.1 ) 2.20 ( 1.17 - 3.56 ) 3.64 8.0 6.0 A+
7 7 14 14 1.50 1.50 2.50 2.50 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.60 8.0 6.0 A+
7 7 14 18 1.35 1.35 2.25 3.04 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.60 8.0 6.0 A+
7 9 9 9 1.81 2.03 2.03 2.03 7.90 ( 2.8 - 9.9 ) 2.22 ( 0.98 - 3.56 ) 3.56 7.9 6.2 A++
7 9 9 12 1.76 1.96 1.96 2.32 8.00 ( 2.8 - 10.0 ) 2.22 ( 0.98 - 3.56 ) 3.60 8.0 6.1 A++
7 9 9 14 1.64 1.83 1.83 2.70 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.60 8.0 6.1 A++
7 9 9 18 1.45 1.64 1.64 3.27 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
7 9 12 12 1.68 1.88 2.22 2.22 8.00 ( 2.8 - 10.0 ) 2.22 ( 0.98 - 3.56 ) 3.60 8.0 6.1 A++
7 9 12 14 1.57 1.76 2.08 2.59 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.60 8.0 6.0 A+
7 9 12 18 1.40 1.58 1.87 3.15 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
7 9 14 14 1.48 1.66 2.43 2.43 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.60 8.0 6.0 A+
7 9 14 18 1.32 1.49 2.21 2.98 8.00 ( 4.7 - 10.1 ) 2.22 ( 1.27 - 3.57 ) 3.60 8.0 6.0 A+
7 12 12 12 1.61 2.13 2.13 2.13 8.00 ( 2.8 - 10.1 ) 2.22 ( 0.98 - 3.56 ) 3.60 8.0 6.0 A+
7 12 12 14 1.51 2.00 2.00 2.49 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.60 8.0 6.0 A+
7 12 12 18 1.35 1.80 1.80 3.04 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
7 12 14 14 1.41 1.89 2.35 2.35 8.00 ( 3.5 - 10.1 ) 2.22 ( 1.17 - 3.58 ) 3.60 8.0 6.0 A+
9 9 9 9 2.00 2.00 2.00 2.00 8.00 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.2 A++
9 9 9 12 1.91 1.91 1.91 2.27 8.00 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.1 A++
9 9 9 14 1.79 1.79 1.79 2.63 8.00 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
9 9 9 18*1 1.60 1.60 1.60 3.20 8.00 ( 4.7 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
9 9 12 12 1.83 1.83 2.17 2.17 8.00 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
9 9 12 14 1.72 1.72 2.03 2.53 8.00 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
9 9 12 18*2 1.54 1.54 1.83 3.09 8.00 ( 4.7 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
9 9 14 14 1.62 1.62 2.38 2.38 8.00 ( 4.7 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
9 12 12 12 1.76 2.08 2.08 2.08 8.00 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
9 12 12 14 1.66 1.95 1.95 2.44 8.00 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+
9 12 14 14 1.55 1.85 2.30 2.30 8.00 ( 4.7 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+

12 12 12 12 2.00 2.00 2.00 2.00 8.00 ( 3.5 - 10.0 ) 2.22 ( 1.17 - 3.56 ) 3.60 8.0 6.0 A+

Note: •7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models   
 •The above is the value for connecting with Wall Mounted type.    
 •3 or more indoor units should be connected.      
 •Cooling capacity is based on 27ºCDB/19ºCWB (indoor temperature), 35ºCDB (outdoor temperature).   
 •Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)    
 •The Total ability of connected a indoor unit is up to 49000Btu from 27000Btu.    
 *1: Connection of ASYG18L + ARYG09L + ARYG09L + ARYG09L is not available. All types other than this combination can be connected.
 *2: Connection of ASYG18L + ARYG12L + ARYG09L + ARYG09L is not available. All types other than this combination can be connected.

4 Rooms Multi heating

AOYG30LAT4 Combination
of Indoor Unit

HEATING OPERATION
Heating Capacity

Input Power (min-max)
EER

Seasonal Data
Room 1 Room 2 Room 3 Room 4 Total Capacity (min-max) Pdesign

SEER Energy 
effi ciency classkW kW kW kW kW kW kW

3
Room

7 7 14 - 2.42 2.42 4.15 - 9.00 ( 1.8 - 10.1 ) 2.66 ( 0.58 - 3.53 ) 3.38 5.8 3.8 A
7 7 18 - 2.27 2.27 4.86 - 9.40 ( 3.3 - 11.2 ) 2.46 ( 0.87 - 3.52 ) 3.82 5.8 3.8 A
7 7 24 - 2.03 2.03 5.44 - 9.50 ( 3.3 - 11.5 ) 2.47 ( 0.87 - 3.52 ) 3.85 5.8 3.8 A
7 9 12 - 2.49 2.94 3.56 - 9.00 ( 1.8 - 10.0 ) 2.69 ( 0.58 - 3.51 ) 3.35 5.8 3.8 A
7 9 14 - 2.33 2.75 4.00 - 9.10 ( 3.3 - 10.2 ) 2.64 ( 0.87 - 3.50 ) 3.45 5.8 3.8 A
7 9 18 - 2.17 2.56 4.66 - 9.40 ( 3.3 - 11.3 ) 2.45 ( 0.87 - 3.50 ) 3.84 5.8 3.8 A
7 9 24 - 1.98 2.33 5.29 - 9.60 ( 3.3 - 11.5 ) 2.46 ( 0.87 - 3.51 ) 3.90 5.8 3.8 A
7 12 12 - 2.33 3.33 3.33 - 9.00 ( 1.8 - 10.1 ) 2.66 ( 0.58 - 3.48 ) 3.38 5.8 3.8 A
7 12 14 - 2.22 3.17 3.80 - 9.20 ( 3.3 - 10.3 ) 2.62 ( 0.87 - 3.48 ) 3.51 5.8 3.8 A
7 12 18 - 2.08 2.97 4.45 - 9.50 ( 3.3 - 11.4 ) 2.44 ( 0.87 - 3.47 ) 3.89 5.8 3.8 A
7 12 24 - 1.88 2.69 5.03 - 9.60 ( 3.3 - 11.7 ) 2.45 ( 0.87 - 3.56 ) 3.92 5.8 3.8 A
7 14 14 - 2.10 3.60 3.60 - 9.30 ( 3.3 - 10.6 ) 2.59 ( 0.87 - 3.48 ) 3.59 5.8 3.8 A
7 14 18 - 1.96 3.35 4.19 - 9.50 ( 3.7 - 11.5 ) 2.42 ( 0.97 - 3.52 ) 3.93 5.8 3.8 A
7 14 24 - 1.78 3.05 4.77 - 9.60 ( 3.3 - 11.7 ) 2.45 ( 0.87 - 3.56 ) 3.92 5.8 3.8 A
7 18 18 - 1.82 3.89 3.89 - 9.60 ( 3.7 - 12.0 ) 2.40 ( 0.97 - 3.52 ) 4.00 5.8 3.8 A
7 18 24 - 1.65 3.53 4.42 - 9.60 ( 4.3 - 12.0 ) 2.40 ( 1.12 - 3.52 ) 4.00 5.8 3.8 A
9 9 9 - 3.00 3.00 3.00 - 9.00 ( 3.3 - 10.0 ) 2.69 ( 0.87 - 3.51 ) 3.35 5.8 3.8 A
9 9 12 - 2.80 2.80 3.39 - 9.00 ( 3.3 - 10.1 ) 2.67 ( 0.87 - 3.48 ) 3.37 5.8 3.8 A
9 9 14 - 2.66 2.66 3.87 - 9.20 ( 3.3 - 10.3 ) 2.63 ( 0.87 - 3.48 ) 3.50 5.8 3.8 A
9 9 18 - 2.49 2.49 4.52 - 9.50 ( 3.7 - 11.4 ) 2.44 ( 0.97 - 3.48 ) 3.89 5.8 3.8 A
9 9 24 - 2.25 2.25 5.11 - 9.60 ( 3.7 - 11.7 ) 2.45 ( 0.97 - 3.57 ) 3.92 5.8 3.8 A
9 12 12 - 2.65 3.22 3.22 - 9.10 ( 3.3 - 10.3 ) 2.65 ( 0.87 - 3.52 ) 3.43 5.8 3.8 A
9 12 14 - 2.53 3.07 3.69 - 9.30 ( 3.3 - 10.5 ) 2.61 ( 0.87 - 3.52 ) 3.56 5.8 3.8 A
9 12 18 - 2.36 2.86 4.29 - 9.50 ( 3.7 - 11.4 ) 2.43 ( 0.97 - 3.47 ) 3.91 5.8 3.8 A
9 12 24 - 2.14 2.59 4.86 - 9.60 ( 3.7 - 11.8 ) 2.44 ( 0.97 - 3.55 ) 3.93 5.8 3.8 A
9 14 14 - 2.38 3.46 3.46 - 9.30 ( 3.7 - 10.7 ) 2.58 ( 0.97 - 3.46 ) 3.60 5.8 3.8 A
9 14 18 - 2.22 3.23 4.04 - 9.50 ( 3.7 - 11.6 ) 2.41 ( 0.97 - 3.51 ) 3.94 5.8 3.8 A
9 14 24 - 2.03 2.95 4.62 - 9.60 ( 4.3 - 11.9 ) 2.42 ( 1.12 - 3.57 ) 3.97 5.8 3.8 A
9 18 18 - 2.07 3.76 3.76 - 9.60 ( 4.3 - 12.0 ) 2.40 ( 1.12 - 3.52 ) 4.00 5.8 3.8 A

12 12 12 - 3.07 3.07 3.07 - 9.20 ( 3.3 - 10.3 ) 2.63 ( 0.87 - 3.49 ) 3.50 5.8 3.8 A
12 12 14 - 2.91 2.91 3.49 - 9.30 ( 3.3 - 10.6 ) 2.59 ( 0.87 - 3.49 ) 3.59 5.8 3.8 A
12 12 18 - 2.71 2.71 4.07 - 9.50 ( 3.7 - 11.6 ) 2.42 ( 0.97 - 3.52 ) 3.93 5.8 3.8 A
12 12 24 - 2.48 2.48 4.65 - 9.60 ( 3.7 - 11.8 ) 2.43 ( 0.97 - 3.54 ) 3.95 5.8 3.8 A
12 14 14 - 2.76 3.32 3.32 - 9.40 ( 3.7 - 10.8 ) 2.40 ( 0.97 - 3.50 ) 3.92 5.8 3.8 A
12 14 18 - 2.57 3.08 3.85 - 9.50 ( 3.7 - 11.6 ) 2.40 ( 0.97 - 3.49 ) 3.96 5.8 3.8 A
12 18 18 - 2.40 3.60 3.60 - 9.60 ( 4.3 - 12.0 ) 2.40 ( 1.12 - 3.52 ) 4.00 5.8 3.8 A

4
Room

7 7 7 7 2.35 2.35 2.35 2.35 9.40 ( 1.8 - 10.8 ) 2.43 ( 0.58 - 3.47 ) 3.87 6.2 4.0 A+
7 7 7 9 2.27 2.27 2.27 2.68 9.50 ( 1.8 - 10.9 ) 2.42 ( 0.58 - 3.51 ) 3.88 6.2 4.0 A+
7 7 7 12 2.14 2.14 2.14 3.06 9.50 ( 1.8 - 11.1 ) 2.41 ( 0.58 - 3.55 ) 3.94 6.2 4.0 A+
7 7 7 14 2.04 2.04 2.04 3.49 9.60 ( 3.3 - 11.3 ) 2.38 ( 0.87 - 3.56 ) 4.03 6.2 4.0 A+
7 7 7 18 1.87 1.87 1.87 4.00 9.60 ( 3.3 - 12.0 ) 2.27 ( 0.87 - 3.56 ) 4.23 6.2 4.0 A+
7 7 9 9 2.18 2.18 2.57 2.57 9.50 ( 3.3 - 10.9 ) 2.41 ( 0.87 - 3.44 ) 3.94 6.2 4.0 A+
7 7 9 12 2.06 2.06 2.43 2.95 9.50 ( 3.3 - 11.1 ) 2.40 ( 0.87 - 3.54 ) 3.96 6.2 4.0 A+
7 7 9 14 1.96 1.96 2.31 3.36 9.60 ( 3.3 - 11.4 ) 2.38 ( 0.87 - 3.54 ) 4.03 6.2 4.0 A+
7 7 9 18 1.80 1.80 2.13 3.87 9.60 ( 3.7 - 12.0 ) 2.27 ( 0.97 - 3.55 ) 4.23 6.2 4.0 A+
7 7 12 12 1.98 1.98 2.82 2.82 9.60 ( 3.3 - 11.3 ) 2.39 ( 0.87 - 3.57 ) 4.02 6.2 4.0 A+
7 7 12 14 1.87 1.87 2.67 3.20 9.60 ( 3.3 - 11.5 ) 2.36 ( 0.87 - 3.58 ) 4.07 6.2 4.0 A+
7 7 12 18 1.72 1.72 2.46 3.69 9.60 ( 3.7 - 12.0 ) 2.27 ( 0.97 - 3.58 ) 4.23 6.2 4.0 A+
7 7 14 14 1.77 1.77 3.03 3.03 9.60 ( 3.7 - 11.8 ) 2.34( 0.97 - 3.58 ) 4.10 6.2 4.0 A+
7 7 14 18 1.64 1.64 2.81 3.51 9.60 ( 3.7 - 12.0 ) 2.27 ( 0.97 - 3.56 ) 4.23 6.2 4.0 A+
7 9 9 9 2.09 2.47 2.47 2.47 9.50 ( 3.3 - 11.2 ) 2.40 ( 0.87 - 3.54 ) 4.00 6.2 4.0 A+
7 9 9 12 2.01 2.36 2.36 2.87 9.60 ( 3.3 - 11.3 ) 2.39( 0.87 - 3.58 ) 4.02 6.2 4.0 A+
7 9 9 14 1.89 2.23 2.23 3.25 9.60 ( 3.7 - 11.5 ) 2.37 ( 0.97 - 3.58 ) 4.05 6.2 4.0 A+
7 9 9 18 1.75 2.06 2.06 3.74 9.60 ( 3.7 - 12.0 ) 2.27 ( 0.97 - 3.58 ) 4.23 6.2 4.0 A+
7 9 12 12 1.91 2.25 2.72 2.72 9.60 ( 3.3 - 11.4 ) 2.38 ( 0.87 - 3.58 ) 4.03 6.2 4.0 A+
7 9 12 14 1.80 2.13 2.58 3.09 9.60 ( 3.7 - 11.6 ) 2.35 ( 0.97 - 3.58 ) 4.09 6.2 4.0 A+
7 9 12 18 1.67 1.97 2.39 3.58 9.60 ( 3.7 - 12.0 ) 2.27 ( 0.97 - 3.58 ) 4.23 6.2 4.0 A+
7 9 14 14 1.71 2.02 2.94 2.94 9.60 ( 3.7 - 11.8 ) 2.33 ( 0.97 - 3.58 ) 4.12 6.2 4.0 A+
7 9 14 18 1.59 1.87 2.73 3.41 9.60 ( 4.3 - 12.0 ) 2.27 ( 1.12 - 3.58 ) 4.23 6.2 4.0 A+
7 12 12 12 1.81 2.59 2.59 2.59 9.60 ( 3.3 - 11.5 ) 2.37 ( 0.87 - 3.58 ) 4.05 6.2 4.0 A+
7 12 12 14 1.72 2.46 2.46 2.95 9.60 ( 3.7 - 11.7 ) 2.34 ( 0.97 - 3.58 ) 4.10 6.2 4.0 A+
7 12 12 18 1.60 2.29 2.29 3.43 9.60 ( 3.7 - 12.0 ) 2.27 ( 0.97 - 3.56 ) 4.23 6.2 4.0 A+
7 12 14 14 1.64 2.34 2.81 2.81 9.60 ( 3.7 - 11.9 ) 2.32 ( 0.97 - 3.58 ) 4.14 6.2 4.0 A+
9 9 9 9 2.40 2.40 2.40 2.40 9.60 ( 3.7 - 11.3 ) 2.40 ( 0.97 - 3.58 ) 4.00 6.2 4.0 A+
9 9 9 12 2.28 2.28 2.28 2.76 9.60 ( 3.7 - 11.4 ) 2.38 ( 0.97 - 3.58 ) 4.03 6.2 4.0 A+
9 9 9 14 2.16 2.16 2.16 3.14 9.60 ( 3.7 - 11.6 ) 2.36 ( 0.97 - 3.58 ) 4.07 6.2 4.0 A+
9 9 9 18*1 1.99 1.99 1.99 3.62 9.60 ( 4.3 - 12.0 ) 2.27 ( 1.12 - 3.58 ) 4.23 6.2 4.0 A+
9 9 12 12 2.17 2.17 2.63 2.63 9.60 ( 3.7 - 11.5 ) 2.37 ( 0.97 - 3.58 ) 4.05 6.2 4.0 A+
9 9 12 14 2.06 2.06 2.49 2.99 9.60 ( 3.7 - 11.7 ) 2.35 ( 0.97 - 3.58 ) 4.09 6.2 4.0 A+
9 9 12 18*2 1.91 1.91 2.31 3.47 9.60 ( 4.3 - 12.0 ) 2.27 ( 1.12 - 3.58 ) 4.23 6.2 4.0 A+
9 9 14 14 1.96 1.96 2.84 2.84 9.60 ( 4.3 - 11.9 ) 2.33 ( 1.12 - 3.58 ) 4.12 6.2 4.0 A+
9 12 12 12 2.07 2.51 2.51 2.51 9.60 ( 3.7 - 11.6 ) 2.36 ( 0.97 - 3.58 ) 4.07 6.2 4.0 A+
9 12 12 14 1.97 2.39 2.39 2.87 9.60 ( 3.7 - 11.8 ) 2.34 ( 0.97 - 3.58 ) 4.10 6.2 4.0 A+
9 12 14 14 1.87 2.27 2.73 2.73 9.60 ( 4.3 - 11.9 ) 2.31 ( 1.12 - 3.58 ) 4.16 6.2 4.0 A+

12 12 12 12 2.40 2.40 2.40 2.40 9.60 ( 3.7 - 11.6 ) 2.35 ( 0.97 - 3.58 ) 4.09 6.2 4.0 A+

Note: •7:7000Btu/h / 9:9000Btu/h / 12:12000Btu/h / 14:14000Btu/h / 18:18000Btu/h / 24:24000Btu/h models   
 •The above is the value for connecting with Wall Mounted type.    
 •3 or more indoor units should be connected.      
 •Heating capacity is based on 20ºCDB (indoor temperature), 7ºCDB/6ºCWB (outdoor temperature).   
 •Pipe Length: 5 m, Height difference: 0 m (Outdoor unit to Indoor unit)    
 •The Total ability of connected a indoor unit is up to 49000Btu from 27000Btu.    
 *1: Connection of ASYG18L + ARYG09L + ARYG09L + ARYG09L is not available. All types other than this combination can be connected.
 *2: Connection of ASYG18L + ARYG12L + ARYG09L + ARYG09L is not available. All types other than this combination can be connected.




